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Product datasheet of the luminaire 230-731I-15GGP/830, S

Luminaire

230-731I-15GGP/830, S

Technical drawing

Curve

Type of installation Free-standing

Light distribution Direct-indirect

Luminaire shape Angular

Colour of the

luminaires

Silver

Material Aluminium

Lifetime L80/B20 50 000 hours

Warranty 5 years

Description of

luminaires

Luminaire free-standing

item description free-standing luminaire LO; flexible cord

EURO + button+sensor

Dimensions

(l × w × h mm)

920 mm × 360 mm × 2100 mm

Weight 16.4 kg

Light source LED MODUL

DIR optical system Microprisma

INDIR optical

system

Opal cover

Luminous flux* 6650 lm

Colour Temperature 3000 K warm white

Luminous efficacy 129 lm/W

MacAdam Light

source

3

Colour rendering

index

80

UGR max. X=4H

Y=8H, ϱ=70,50,20

16.1

https://www.halla.eu/230-731i-15ggp-830-s
https://www.halla.eu/230-731i-15ggp-830-s


halla.eu/230-731i-15ggp-830-

s

2/3

Luminaire power

input*

51.7 W

Connection of the

luminaires

DALI + sensor

Electrical voltage 220-240V

Frequency 50/60Hz

  IP 20
*±10 %
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Product datasheet of the luminaire 230-731I-15GGP/830, S

Downloads

Installation instructions Photos
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